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JVC

The Perfect Experience/’—

NEVAVE] Projektor JVC DLA-X75R

Cena 0,00 zt

Producent JVC

OPIS PRODUKTU

Device

0.7-inch Full HD D-ILA (1920 x 1080) x3
e-shift Technology

Yes (e-shift 2 Technology)

Resolution

3840 x 2160 (2D)[1]

Lens

Zoom

2X zoom & focus, motorized
Focus

21.4--42.8mm

F

3.2--4

Lens shift function

+/-80% vertical & +/-34% horizontal, motorized
Light source lamp

NSH 230W

Brightness

1,200Im[2]

Lamp life

Approx. 4000 hours in Low mode
Contrast Ratio



Native: 90,000:1

Video input signals

Digital: 480i/p, 576i/p, 720p 60/50, 1080i 60/50, 1080p 60/50/24; Analog: 480i/p, 576i/p, 720p 60/50,
1080i 60/50

PC input signal

Digital

VGA/ SVGA/ XGA/ WXGA/ WXGA+/ SXGA/ WSXGA+/ WUXGA

Analogue

VGA/ SVGA/ XGA/ WXGA/ WXGA+/ SXGA/ SXGA+/ WSXGA+/ 19201080/ Mac 13",16", 19"
Video input terminals (back panel)

HDMI

2 (3D/Deep Color/CEC compatible)
Component

1 (RCA; Y, PB/CB, PR/CR)

Analog RGB

1 (D-sub 15-pin)

Control terminals

RS232C

1 (D-sub 9-pin)

Trigger

1 (mini jack, DC12V/100mA)
Remote

1 (mini jack)

LAN (RJ45)

1

Output terminals (back panel)

3D sync

1 (Mini DIN 3-pin)

General

DLA-X75R

Noise level

23dB (when the lamp is in Low mode)
Power requirement

AC 110-240V, 50/60Hz

Power consumption

360W (Standby: 0.4W)

Dimensions: W x H x D, mm

455 x 179 x 472

Weight, kg

15.4

3D

DLA-X75R

3D format

Frame packing:720p 60/50,1080p 24,1080i 60/50; Side by side (half): 720p 60/50, 1080p 60/50/24, 1080i
60/50; Top & bottom: 720p 60/50, 1080p/24
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